
Instalacija TPLink 8810 ADSL rutera
na operativnom sistemu Microsoft XP

Fizičko povezivanje ADSL uređaja

ADSL spliter povežite direktno na telefonsku liniju kablom koji ide u port “Line“ na spliteru. Iz porta “Phone” izvedite 
telefonski kabl na koji ćete povezati vaš telefonski aparat. Iz porta “ADSL” (“Modem”) izvedite telefonski kabl koji ćete 
povezati sa vašim ADSL uređajem. Ethernet (mrežni) kabl povezati iz Ethernet porta u ADSL uređaju na Ethernet port 
na vašem računaru.

Svi telefonski aparati moraju biti povezani preko splitera. Ukoliko nisu povezani preko splitera, svaki telefonski aparat 
mora imati postavljen mikrofilter.

Kada je sve povezano u odgovarajućem nizu, sama postavka instalacije izgleda ovako:
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Krenite u instalaciju ADSL-a:

Izvršiti podešavanje mrežne kartice (Local Area Connection)

Start > Control Panel > Network Connections > Local Area Connection > (Desni klik) Properties > (General) > 
> Properties > TCP/IP Settings > Properties

Use the following IP address:
IP address: 192.168.1.2
Subnet mask: 255.255.255.0
Default Gateway : 192.168.1.1

Use the following DNS server addresses:
Primary: 85.222.160.162
Secondary: 213.244.255.3
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Krenite u instalaciju ADSL-a:

Izvršiti podešavanje mrežne kartice (Local Area Connec-
tion)

Start > Control Panel > Network Connections > 
Local Area Connection > (Desni klik) Properties > 
(General) > Properties > TCP/IP Settings > Properties

Use the following IP address:
IP address: 192.168.1.2
Subnet mask: 255.255.255.0
Default Gateway : 192.168.1.1

Use the following DNS server addresses:
Primary: 85.222.160.162
Secondary: 213.244.255.3



Zatim, Putem web interface-a iz browsera (Internet Ex-
plorer, Mozilla Firefox, Opera, Konqueror itd.) pristupiti 
ruteru na adresi http://192.168.1.1

Ulogovati se:
User Name: admin
Password: admin

Izabrati: Advanced setup -> WAN

Na tabeli pronaći konekciju sa VPI/VCI 8/35 i Protocol 
PPPoE. Ukoliko takve konekcije nema (postavljeno je 
samo 0/35) kliknuti na Add a zatim parametre popunja-
vati kao što su na slikama ispod. 

Ukoliko postoji konekcija sa VPI/VCI: 8/35 i Protocol PP-
PoE u odgovarajućoj koloni kliknuti na Edit.
Nakon ovoga, parametre (ukoliko nisu već popunjeni) 
popunjavati kao što su na sledećim slikama.

Po završetku, kliknuti Next.

U polje PPP Username uneti Vaš username (obavezno 
u formatu username@verat.net ) koji ste dobili prilikom 
otvaranja naloga i password koji ste odabrali.
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Po završetku, kliknuti Next.



Po završetku, kliknuti Next. Po završetku, kliknuti Next.

VeratNet: Instalacija TPLink 8810 ADSL rutera na operativnom sistemu Microsoft XP						            4

Kliknuti Save/Reboot i sačekati 2 minuta da ruter “zapamti” podešavanja.
Nakon ovog podešavanja trebalo bi da imate Internet konekciju i da nesmetano prelistavate željeni Web sadržaj.

Za dodatne informacije kontaktirajte naš HelpDesk na email adresu helpdesk@office.verat.net ili na telefon 011 3605 338.

Podsećamo vas da je rok za uplatu ADSL paketa od 1. do 5. u mesecu za tekući mesec.

VeratNet Vam želi ugodan boravak na WWW mreži.


